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Disc spacing
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working depth

Catros+ 03:
510 mm ∅ 

12.5 cm tine spacing

5 cm 14 cm

The perfect all-rounder – Catros+ 03 discs
	� The 510 mm diameter disc is suitable for working depths of 5 to 14 cm
	� Reliable penetration, even under the driest, hardest conditions, is provided by choosing either the fine or coarse serrated disc 

profile
	� Can be used in combination with the pro-Pack for the simultaneous application and incorporation of liquid manure and di-

gestate

CatrosXL:
610 mm ∅ 

12.5 cm

A true great – the CatrosXL disc
	� The 610 mm disc enables working depths from 5 to 16 cm
	� Incorporation of large quantities of plant material such as winter-hardy catch crops

The right disc for every application
The wide range of discs for the Catros disc harrow means that you will find the ideal disc for your specific 
conditions

www.amazone.net

Disc diameter ∅
Disc spacing
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working depth
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working depth

Catros:
460 mm ∅ 

12.5 cm

3 cm 12 cm

Extremely shallow, extremely precise – the Catros disc
	� Smooth disc ideal for extremely shallow but intensive mixing work from a depth of 3 to 12 cm
	� Coarse serrated disc for easier soil penetration and intensive shredding of organic matter
	� Perfect for the germination of volunteer grains and weed seeds or for speeding up the straw rotting process

Catros+:
510 mm ∅ 

12.5 cm

The good all-rounder – the Catros+ disc
	� The 510 mm diameter disc is suitable for working depths of 5 to 14 cm
	� Reliable penetration, even under the driest of conditions, is provided by choosing either the fine or  

coarse serrated disc profile
	� Fine serrated disc produces more fine soil and is ideal for shallow seedbed preparation
	� As an all-rounder, it is also suitable for use in the Ceus disc & tine combination cultivator

5 cm

5 cm

16 cm

14 cm



Original AMAZONE Parts

The specialists for exceptional demands
Extremely deep or ultra-shallow – with the 660 mm Certos discs and the X-Cutter disc, you are optimally 
equipped for extreme conditions

Disc diameter ∅
Disc spacing

Minimum 
working depth

Maximum 
working depth

Certos:
660 mm ∅ 

17.5 cm

7 cm 20 cm

Maximum through passage, maximum performance – the Certos disc
	� The 660 mm disc enables working depths from 7 to 20 cm 
	� Large through passage for maximum quantities of organic material as a result of the 17.5 cm disc spacing
	� Trouble-free operation when ploughing up grassland, rejuvenating fallow land or working in maize stubble

X-Cutter:
480 mm ∅

The specialist for ultra-shallow soil tillage – the X-Cutter disc
	� The 480 mm X-Cutter Disc provides ultra-shallow soil tillage from a depth of 2 to 8 cm
	� The special disc shape impresses with high mixing intensity and fast rotting
	� The X-Cutter disc is suitable for the Catros+ 7003-2TX, 8003-2TX and CatrosXL 3003 / 3503 / 4003

2 cm 8 cm

Model Catros, Catros+, Catros XL Certos

Working width (m) 2.5 3.0 3.5 4.0 5.0 6.0 7.0 8.0 9.0 12.0 5.0 6.0 7.0

Required discs 20 24 28 32 40 48 56 64 72 96 28 36 40

Number of discs required


