
MI10934_Catros_Certos_09_2025_6c_de_eingefaerbt.indd   70 16.09.25   14:33 MI10934_Catros_Certos_09_2025_6c_de_eingefaerbt.indd   71 16.09.25   14:33

Catros / Certos

Heavy trailed compact disc harrows
Certos-2TX

Certos 
5002-2TX

Certos 
6002-2TX

Certos 
7002-2TX

Execution folding/trailed folding/trailed folding/trailed

Working width *(m) 5.00 6.00 7.00

Working speed (km/h) 10 – 15

Transport speed (km/h) 40

Disc diameter/ thickness (mm) Certos 
(serrated)

660/6

No. of discs 28 36 40

Disc spacing (mm) 350

Depth of work (cm) 7 – 20

Power requirement from/to (HP/m) 200 – 300 250 – 400 > 350

Transport length (m) 8.55 8.55 8.55

Transport width (m) 3.00

Transport height (m) 3.34 3.85 3.99

Total weight (kg) (base machine + KWM 600) 6,935 8,150 8,820

Actual support load (kg) 1,500 1,700 1,700

Technical data
Certos heavy compact disc harrows

Certos 6002-2TX

*The stated working width is achieved only if all the discs are set to the same working depth.

Illustrations, content and technical data are not binding and may differ depending on the level of equipment. Country-specific road traffic regulations 
apply and must be complied with, meaning that special approval may be required. The permissible axle loads and total weights of the tractor should be 
checked. Not all the listed combination options are possible with all tractor manufacturers.


